
ACE TI

Electromechanical operator
for swing gate leaves up to 3 m.
230V - 115V - 24V
Slick design, silent and linear movement.
Die-cast aluminum supporting half-shells, bronze transmission shaft.
Suitable to any context, easier installation and start-up.
Ideal solution for residential, industrial and apartment block settings.
Available in reversible mode, powered at 230V.
Key-lock release system, protected by an encrypted key.
The 24V range can operate in emergency mode during power outages by 
back-up batteries.

Swing gate automation

Elektromechanischer Linearantrieb 
mit Teleskoprohr für Drehtore 
mit Flügel bis zu 3 m.
230V - 115V - 24V
Sicher, leistungsstark und leise.
Struktur komplett aus Aluminium.
Kegelrad-Übertragungssystem mit Bronze-Zahnrad.
Schnelle und einfache Montage, geeignet für jeden Installationskontext.
Geeignet für Wohn-, Gewerbe- und Industriebereiche.
Auch in reversibler Version mit 230V Stromversorgung erhältlich.
Manuelle Notfall-Handhebellüftung, geschützt durch Schlüsselsperre.
Notstromversorgung durch Batterie in 24V-Versionen möglich.

Automation für Flügeltore
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ACE 3                    ACE 4                    ACE 4 REV            ACE 3 115             ACE 4 115           ACE 3 24              ACE 4 24
230V ~ 50Hz 230V ~ 50Hz 230V ~ 50Hz 115V ~ 60Hz 115V ~ 60Hz 24V dc 24V dc

1.2 - 1.7A 1.2 - 1.7A 1.2 - 1.7A 3.1 - 3.3 A 3.1 - 3.3A 0.5 - 0.75A 0.5 - 7.5A

300 W 300 W 250 W 300 W 300 W 50 W 50 W


